KABEJIN YITPABJIEHUA PILOT CABLES

KABEJIU YTNPABIEHWA ]
C NoNMnMaTUIEHOBOU N3OITALUNEN KYMB
B OBOJIOYHKE 3 NOJIMNBUHWUIIXTTOPUOHOIO MNIACTUKATA

PE INSULATED PILOT CABLES WITH PVC SHEATH
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OBJNIACTb NPUMEHEHUA APPLICATION

Kabenu npegHasHadeHbl ANA nepegayvn anekTpu4ecknx The cables are designed for low-power electric control
CUrHanosB ynpaesneHna Mmanou MOLWHOCTU B Lenax signals transmission in pilot, control and information
yrnpasneHusa, KOHTpons U HopmMmauum ¢ HOMUHaNbHbIM circuits at nominal alternating voltage up to 250V,
nepemeHHbIM HanpsxeHnem o 250 B yactotel 1 kKl y frequency 1 kHz or direct voltage 350 V

UM NOCTOSAHHbIM Hanps>xeHnem 350 B

KOHCTPYKLUWUA STRUCTURE

*XXuna - ckpy4eHHasa 3 MeaHbIX NPOBOMOK *Core - stranded of copper wires

*A3onaumnna - nonnaTunex *Insulation - PE

*[losicHas nsonauusa - [19T-3 nneHka *Belt insulation - PETP film tape

*Obonouka - [NBX nnacrtukar *Sheath - PVC plasticate

TEXHUWYECKUE OAHHbIE SPECIFICATIONS

Temnepatypa akcnnyatauyuu, °C -50 no +70 Operating temperature, °C -50 to +70
CtpouTtenbHasa AnuvHa, M, He MeHee 200 Face-to-face length, m, at least 200

Kabenu coorBetcTBytoT TpeboBaHusam NOCT 18404.3-73 The cables meet the requirements of national standard
GOST 18404.3-73

Yucno xun -
:u:::: :: :;::5 HoMMHaNbHbLIA HAPYXHBLIA AUaMeTp, MM Pac4yéTtHan macca, Krikm
and cross ggctinn’ Nominal external diameter, mm Design cable weight, kg/km

mm

7x0,35 6,8 63,4

14x0,35 a.7 104 .4

19x0,35 9,5 130,1

27x0,35 11,4 173,0

37x0,35 122 221,7

92x0,35 14,7 315,1

61x0,35 15,5 358.,4
70,5 7,3 76,9

14x0,5 9.4 129.9

19x0,5 10,3 163.,8

27x0,5 12,0 220,1

37x0,5 13,3 284.8

92x0,5 16,0 4041

61x0,5 16,9 4619

OAO “3aBop “CapaHckkabenb”
JSC “SARANSKKABEL”




KABEJIX YINPABJIIEHUA

KYN3Bad

PILOT CABLES

KABEJIN YTTPABIEHUA
[TAPHOW CKPYTKW

PAIR-TWISTING PILOT CABLES

OBJIACTb NPUMEHEHWA

Kabenu npeaHasHa4vyeHbl ANna ctTaunMoHapHOW NPoKNaaku
1 nepegayvn anekTpuyeckmx cCUrHanoB Manou MOLHOCTH
B Lenax ynpaBneHusa, KOHTponsa U nHopmauum

C HOMUHanNbHbIM NepemMeHHbIM HanpsxeHnem o 250 B

4yacToTbl 5 Kl K NOCTOAHHBIM HanpsxeHunem 350 B

KOHCTPYKLUWA

«XKuna - ckpyyeHHas n3 MmegHbIX NPOBOSIOK
*Azonsauumsa - NonNUaTUNeH

*[MosicHasa usonauua - N3T-O nneHKa
*JKpaH - antomMmodnekc

«O6onou4ka - [1BX nnacrukar

TEXHUYECKUE OAHHBIE
Temnepartypa akcnnyartauum, °C
CTpouTtenbHasa AnuHa, M, He MeHee

Kabenu coorBeTcTBYHOT TpeboBaHuaM TY 16.705.096-79

" ::Hﬁi:i“:u: HDHHHHn'hHhIﬁ Hapy:ﬂ-l_hlﬁ OUameTp, MM
Number of cores Nominal external diameter, mm
and cross guctinn,
mm

2x2x0,35 6.5
4%2x0.35 10,0
7x2x0,35 11,7
10x2x0,35 14,6
14x2x0,35 16,4
19x2x0,35 18,5
27x2x0.35 21.9
37x2x0,35 24.8
52x2x0,35 28,9
2x2x0,5 6.6
4x2x0,5 10.3
Tx2x0,5 12 1
10x2x0,5 15,1
14x2x0.5 17.0
19x2x0,5 19,2
27x2x0.,5 227
37x2x0,5 25.7
92x2x0,5 30.0

-50 po +70
150

APPLICATION

The cables are designed for low-power electric control
signals transmission in pilot, control and information
circuits at nominal alternating voltage up to 250V,
frequency 1 kHz or direct voltage 350 V

STRUCTURE

*Core - stranded of copper wires
*Insulation - PE

*Belt insulation - PETP film tape
*Screen - alumoflex

*Sheath - PVC plasticate

SPECIFICATIONS
Operating temperature, °C
Face-to-face length, m, at least

-50 to +70
150

The cables meet the requirements
of Specs. 16.705.096-79

PacuyétHana macca, Kkrfkm
Design cable weight, kg/km

83,5

94 .4
131,8
177,3
2412
314.4
413,5
243,8
713,8

59,8
106,8
152,6
206,7
282,1
369.4
490,5
648.4
859.0
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KABEJIN YINPABJIEHUA
KABEJIN YIPABJIEHUA N KOHTPOITA T'MBKUE

FLEXIBLE PILOT AND CONTROL CABLES

OBJIACTb NPUMEHEHUA
Kabenu npegHa3HayeHbl Ana UKCMPOBaHHOTO MOHTaXa

Lenen ynpaeneHmsa U KOHTpons, paboTarwmx npu
HanpsbkeHun Ao 380 B nepemeHHoro Toka 4actotsl 50 [y
unn 500 B nocToAaHHOro ToKa

KOHCTPYKUUA
*XXuna - ckpy4yeHHasa U3 MegHbIX NPOBOIOK

*Uzonauuna - [1BX nnactukar;
ansa kabena mapku KYITBB3OHr-LS - nonuBmuHunxnopuaHas
KOMMO3ULKNSA NOHMKEHHOW NOXapoonacHOCTH

*[NosicHaa n3onauusa - [N3T-0 nneHka

*JKpaH - anmodrekc unn onneTtka n3 MeaHbIX NPOBOSIOK
(ans kabenen mapok KYI'BB3, KYI'BB3Hr-LS)

*Obonouka - [BX nnactukar;
ansa kabena mapku KYIT'BB3OHr-LS - nonuBmMHunxnopuaHas
KOMMO3ULUNA NOHMKEHHOW NOXapoonacHOCTH

TEXHUYECKUE OAHHbIE
Temnepartypa akcnnyataymu, °C:

onsa kabenen mapok KYI'BB, KYI'BB3 -50 go +60
ansa kabena mapkn KYITBB3OHr-LS -50 po +60
CtpoutenbHas AnuMHa, M, He MeHee 100

Kabenu cooTrBeTCTBYIOT TPeboOBaHUAM
TY 16-505.856-75, TY 16.K71-310-2001

Yucno xun
W ceyeHue, MM’
Number of cores
and cross section,

HoMuHanbHBIA HAPYXHbLIX AWaMeTp, MM
Nominal external diameter, mm

PILOT CABLES

KYI'BB, KYI'BBO,

KYTBBOHr-LS

APPLICATION

The cables are designed for fixed wiring of control circuits
at alternating voltage up to 380 V, frequency 50 Hz or
500 V direct voltage

STRUCTURE
*Core - stranded of copper wires

*|Insulation - PVC plasticate;
for cable type KYI'BB3Hr-LS - low combustibility PVC
composition

*Belt insulation - PETP film tape

*Screen - alumoflex or copper wires braiding
(for cables types KYI'BB3, KYI'BB3Hr-LS)

*Sheath - PVC plasticate;
for cable type KYI'BB3Hr-LS - low combustibility PVC
composition

SPECIFICATIONS
Operating temperature, °C:

for cables types KYI'BB, KYI'BB3 -50 po +60
for cable type KYTBB3Hr-LS - 50 po +60
Face-to-face length, m, at least 100

The cables meet the requirements
of Specs. 16-505.856-75, Specs. 16.K71-310-2001

PacuyéTHana macca, Kr/lkm
Design cable weight, kg/km

mm? KYrBB KYrBB3 KYFTBB3Hr-LS KYres KYFBB3 KYTBB3Hr-LS
7x0,35 8.8 9,1 9,3 92,8 118,0 120,8
14x0,35 11,6 12,0 12,1 159,0 193,2 200,2
24x0,35 15,3 16,2 16,4 261,7 337 .1 3482
37x0,35 17,3 18,3 18,4 367,1 452,8 4734
61x0,35 22,0 23,0 23,1 292.5 708,59 743.9

7x0,5 9,0 94 o 104,7 130,8 133,7
14x0,5 12,0 12,4 12,5 182,0 2714 225,0
24x0,5 15,8 16,8 16,9 300,9 378,9 390,9
37x0,5 17,9 19,5 19,6 426.,3 247 .4 567.5
61x0,5 22,8 23,7 23,9 689,6 809,7 847.6

OAO “3aBop “CapaHckkabennb”
JSC “SARANSKKABEL”




KABEJIX YINPABJIIEHUA PILOT CABLES

, KABESIN TMEKVE
C NONUBUHWUNXITOPUAHOM U3ONALMEN 1 OBONOYKOW

FLEXIBLE CABLES WITH PVC INSULATION AND SHEATH

OBJIACTb MNPUMEHEHWA APPLICATION

Kabenu npeaHasHadeHbl Ans UKCUpPOBaHHOIO MOHTa)a The cables are designed for fixed installation of power

CUINOBbIX Lenew, ueneun ynpasneHna 1 MeCTHOro oceelleHna  circuits, control circuits and local lightening at lathes and

Ha CTaHKax 1 MexaHuamax npu HanpskeHnu 4o 660 B mechanisms at alternating voltage up to 660 V, frequency

nepemMmeHHoro Toka Yactotbl 50 'y unm 1000 B noctoaHHoro 50 Hz or at direct voltage 1000 V, for national economy

TOKa, AN HYXQ HAapOo4HOro X03AUCTBa M AN NOCTaBOK Ha application and for export

aKcnopT

KOHCTPYKUWUA STRUCTURE

*XKuna - ckpy4eHHas n3 MefHbIX NPOBOMOK *Core - stranded of copper wires

*Azonauun - [IBX nnacTukar *Insulation - PVC plasticate

*[TlosicHasa nsonauua - [13T-3 nneHka *Belt insulation - PETP film

«0Obonou4ka - [BX nnactukar *Sheath - PVC plasticate

TEXHUWYECKUE OAHHbIE SPECIFICATIONS

Temnepatypa akcnnyatauum, °C -40 no +50 Operating temperature, °C -40 po +50

Conpotuenenune naonsaumm xumn, MOm, He meHee: Insulation resistance, MEOhm, at least:
ans cevyeHunsa 6 MM° 6 for cross section 6 mm , 6
ang cevyeHun 2,95; 4 MM’ 9 for cross section 2,5: 4 mm 9
ang ceyeHun 0,5-1,5 MM° 10 for cross section 0,5-1,5 mm’ 10

CTtpouTenbHas anuHa, M, He MeHee 100 Face-to-face length, m, at least 100

KaGenu cooTtBeTcTBYIOT TpeboBaHusam TY 16-505.665-74 The cables meet the requirements
of Specs. 16-505.665-74

Yucno xun . HomuHanbHbIN PacuéTtHan macca, Yucno xun = HomuHanbHbIA Pac4yéTtHan macca,

W ceveHue, MM HapYXHbIX gUaMeTp, MM Kr/km W ceyeHune, MM HapyXXHbLIA guameTp, Mm Kr/Kkm

Number of cores and Nominal external Design cable weight, Number of cores and Nominal external Design cable weight,
cross section, mm diameter, mm kg/km cross section, mm diameter, mm kg/km
3x0,5 7,0 06,7 14x1,0 14,0 274 4
4x0.5 71,5 68,2 19x1,0 15,56 352,3
ox0,5 8,1 80,1 24x1,0 17.9 437 1
7x0,5 9.4 112,6 30x1,0 19,0 025,7
10x0,5 11,5 152,5 34x1,0 20,4 990,0
14x0,5 124 192.,5 37x1,0 20,4 630,8
19x0,5 13,6 243,7 44x1,0 23,3 763,3
24x0,5 15,8 300,7 92x1,0 24,4 879,9
30x0,5 16,6 357.8 61x1,0 25,8 1013,6
37x0,5 17,9 426.0 3x1,5 9.5 112.6
44x0,5 20,4 517.9 4x1,5 10,2 137.6
92x0,5 21,3 5929 5x1.6 11,1 163,2
61x0,5 22,5 679,3 7x1,5 12,0 208,7
3x0,75 7.4 66,0 10x1,5 15,0 288,2
4x0,75 8,0 80,2 12x1,5 15,6 330,7
ox0,75 9.2 106.,6 14x1,5 16,2 375,95
7x0,75 9,9 133,1 19x1,5 18,4 b2.2
10x0,75 12,3 1814 24x1,5 214 623,8
14x0,75 13,2 231,5 30x1,5 22,6 751,6
19x0,75 14,6 2954 37x1,5 24.8 925,1
24x0,75 16,9 365,6 44x1,5 27.8 1088.,8
30x0,75 17.8 437,5 92x1,5 29,1 1257.,3
37x0,75 19,6 540,3 51x1,5 30,8 14501
44x0,75 21,9 634 .4 3x2,5 10,5 152.,6
92x0,75 22,9 729.1 4x2,5 11,4 1889.4
B61x0,75 24.6 8594 ox2,5 12,5 2269
2x1,0 7.4 60,5 7x2,5 13,5 295,3
3x1,0 7.8 76,1 10x2,5 17,0 410,8
4x1,0 8.4 93,2 14x2,5 18,8 259,6
5x1.,0 9.1 110,7 4x4 21,8 333,2
x1,0 10,5 1558,5 x4 21,8 468,8
10x1,0 13,0 213.0 4x6 25,3 444 4
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